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The new Joint Military Mall project was constructed as a
fast-track design build project. DOWL was selected by the
Owner’s Representative to support the design build Request for “This was such a |arge Site

Proposals (RFP) package by conducting a topographic survey . .
of the 47-acre site at ElImendorf AFB. DOWL was also selected to that it was extremely important

plan and conduct a geotechnical investigation in support of the to minimize excavation and fil
RFP package. placement. | developed a
Our office research produced existing subsurface information hand written spreadsheet
from the car wash site and for a planned road in the format to determine the most

development area. Fieldwork'vyas conducted in .the spring of economical combination of
1996 under heavy snow conditions. A geotechnical report o )

was issued and was included in the design build RFP. The building finish floor and
geotechnical report included recommendations for the design parking lot gradmg -the

of the building foundations, frost protection, pavement contractor loved it.”
sections, and earthwork for the project. During the design build : Ut R Hulteen PE
proposal process, a question arose regarding fill material. DOWL w\:“m(w, i tﬁ\:{‘mm‘m
was asked to evaluate a nearby material source. We performed Department
the sampling and shipped the samples to our laboratory where
tests showed the material usable as structural fill. Since a base
contractor was excavating material from this source, the
availability of the material investigated could not be ensured.
Therefore, DOWL investigated another source that could be
dedicated for use on this project only. DOWL also performed
percolation tests on the site to determine the rate of water
infiltration for use in the design of storm water detention basins.







